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NOTES FOR STANDARD CONSTRUCTION:
...PRESSURE TESTED @ 5psi.
...INTERIOR FREE OF FOREIGN MATTER.
...FILLER CAP, MAGNETIC DRAIN PLUG PROVIDED.
...STEEL CONSTRUCTION:
 12ga HRPO STEEL
 SEMI-GLOSS BLACK ENAMEL APPLIED.
...ALL OPENINGS PLUGGED & INTERIOR FOGGED WITH 
 ANTI-CORROSION OIL PRIOR TO SHIPPING

NOTES

-USE 2 BRACKETS
-EACH BRACKET IS COMPLETE WITH 1/8 X 2" NEOPRENE PAD
 TO BE PLACED BETWEEN THE TANK & BRACKET.
-STRAPS ARE 2" STEEL WITH NEOPRENE CHANNEL.
 SELF LOCKING, PLATED NUTS AND FLAT WASHERS PROVIDED.

ITEM 
NO. PART NUMBER DESCRIPTION QTY.

1 126-0752 12ga HRPO Steel Wrapt 1

2 170-0004 24" Head With  Port 2
3 276-0004 Anti Vortex 2
4 276-0001 Steel Diffuser Baffle 1
5 270-0010 3/4" FNPT weld flange 2
6 270-0018 1 1/2" FNTP weld flange 2
7 270-0016 1.5-inch-FNPT-weld-flange 1
8 275-0099 Steel Hydraulic Riser 1
9 478-0001 3/4" NPT Magnetic Plug 1
10 474-0001 3/4" NPT Auxillary Breather 1
11 472-0001 Filler Breather Assembly 1
12 724-0044 24" J Bracket & Strap 2

D

C

B

A

B

C

D

12345678

8 7 6 5 4 3 2 1

E

F

E

F

23830
SHEET 1 OF 2

24CW28K
55 US gal HYDRAULIC RESERVOIR

UNLESS OTHERWISE SPECIFIED:

SCALE: 1:8 WEIGHT: 

REVDWG.  NO.

C
SIZE

TITLE:

  PROPOWER MFG. INC.
    WINDSOR, ONTARIO, CANADA 

    Ph; 519-737-1197   Fax; 519-737-1918 
  TOLL FREE 1-877-741-2365  Web; metaltanks.com

NAME DATE

COMMENTS:

Q.A.

MFG APPR.

ENG APPR.

CHECKED

DRAWN

HRPO STEEL
FINISH

MATERIAL

INTERPRET GEOMETRIC
TOLERANCING PER:

DIMENSIONS ARE IN INCHES
TOLERANCES:
FRACTIONAL  1/16
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